GENERAL NOTES

These notes are for Standard Drawings
610-PRAP-06 and 610-PRAP-09.

@ Embankment slopes built on either side of 2. Cross culverts under the public road approach
the approach within the mainline clear zone shall which cannot be located outside the mainline
be based on the functional classification of the clear zone will require appropriate end treatments
public road as follows: at each end as shown on the plans.

3. Ifthe approach is to be constructed of concrete,
the details shall be as shown elsewhere in

ROAD CLASSIFICATION DESIGN SPEED [ DESIGN YEAR| o ~or the plans_for pavement thickness, joint type,
km/h ADT and location.
:;'L::{_T_Zﬁ:ﬁ;g::ﬁﬂwa . Al Al 10:1 (4) The cross hatched EZ555%] shoulder area
ey 0.1 indicates the limits where the shoulder is the
2 90 2 6000 ' same section as the approach pavement.
> 90 < 6000 6:1
Other roadways >70t0< 90 Al 6:1 (5) The pavement section for the auxiliary lane shall
<70 > 12000 6:1 be as detailed elsewhere in the plans.
< 4:1 . .
70 ~ 12000 @ If the ADT for the public road is greater
than 1000, the required pavement section shall
be as shown elswhere in the plans.
b& 7. See Standard Drawing 610 - PRAP - 07

for pay limit details.
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